SC-BU Cored

Low Alloy Type

Conformances
Applications Welding Position

* Open arc type hardfacing wire(build-up)
* Low alloy type

e Crain wheels, pulleys
DC +

Welding Process

Open Arc

Diameter / Packaging

mm (in)  12.5kg (27.6lbs)  15kg (33Ibs) 25kg (55Ibs)  150kg (330Ibs) 250kg (551Ibs)  350kg (771lbs)
1.2 (0.045)

1.6(1/16)

2.4(3/32) v v V

2.8(7/64) x/ Xl \/

3.2(1/8)




SC-BU Cored

Typical Chemical Composition of All-Weld Metal (%

)
__

As welded with 2.4/2.8mm wire
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038 |
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Typical Mechanical Properties of All-Weld Metal

On Mild Steel (2.4/2.8mm)

Typical Welding Parameters

25~35

Rockwell Hardness(HRc) (>3layers)

Amp. Volt. Deposition Rate
(A) (V) ka/hr (Ib/hr)

2.4mm (3/32in) DC+

Diameter, Polarity
Shielding Gas

466

Open Arc

Open Arc

HYUNDA/

CTWD
mm (in)

25(1)

25(1)

WELDING

Wire Feed Speed
m/min (in/min)

3.2(127) 310
4.0(158) 360
46(181) 410

2.8mm (7/64in), DC+
2.9(114) 330
3.3(130) 360
3.8(149) 400

26
28
30

27
29
30

3.9(8.6)
4.6(10.1)
5.1(11.2)

4.9(10.8)
5.5(12.1)
6.3(13.8)



