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EXPERIENCE THE CONVENIENCE OF EVERYTHING UNDER ONE ROOF!

P1-60 PLASMA CUTTING TORCH
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PT-60 TECHNICAL DATA & REPLACEMENT PARTS
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TECHNICAL DATA PT-60

Current: 10 - 60 Amps

Duty cycle: 60 Amps 80%

Gas: Air/N2

Gas pressure: 65 - 75 psi (4.4 - 5 bar)
Gas flow: 230 scth (110 lpm)

Pilot: Electrode to tip (18 - 22A)
Ignition: Without HF

FOR THE CORRECT OPERATION PLEASE USE:
3-Ways Solenoid Valve, inside orifice

2.3 - 2.7mm - (0.090 - 0.106 inches).

TORCHES AND LEADS

PRODUCT#

DESCRIPTION
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TORCH PARTS

PRODUCT# ITEM# DESCRIPTION

375.09603 1 PT-60 - 70° Torch head*

375.51620.60 1A O-Ring*

375.09605 2 Handle with switch*

375.07301.20 2A  Switch*

375.52582 3 Electrode, Back striking*

375.60028 4 Gas distributor*

375.51318.06 5 Tip, Contact cutting, @0.65, 10-20A, Back striking
375.51318.08 Tip, Contact cutting, @0.8, 20-30A, Back striking
375.51308.09 Tip, Contact cutting, @0.9, 30-40A, Back striking
375.51312P.09 6 Tip, Contact cutting, @0.9, 30-40A, Back striking

* = standard layout

375.09637/WTL
375.09689/WTL

PT-60 - 70° Torch head, ém (20 ft) leads
PT-60 - 70° Lead assembly, ém (20 ft) length

ACCESSORIES
PRODUCT#
375.51866

DESCRIPTION
N/S - Circle cutting attachment

TORCH PARTS

PRODUCT# ITEM#  DESCRIPTION

375.51313P.10 7 Flat tip, Cutting, @1.0, 40 - 50A, Back striking
375.51313P.11 Flat tip, Cutting, @1.1, 50 - 60A, Back striking*
375.52583 8 Extended electrode, Back striking

375.51318L.06 9 Extended tip, Contact cutting, @0.65, 10-20A, Back striking
375.51318L.08 Extended tip, Contact cutting, @0.8, 20-30A, Back striking
375.51314.09 10 Extended tip, Contact cutting, @0.9, 30-40A, Back striking
375.60389 11 Retaining cap, 6 holes*

375.60389S Retaining cap, 6 holes, Maximum life

375.60432 12 Double pointed spacer (for use with item. 7 only)*
375.60368 N/S  Wrench for electrode*



