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Tier: 2 - PDA Issued

Product: Shielding, oil from source of ignition


Model: MAREFLEX MF-01 ANTISPRAY TAPE

Intended Service:

For preventing splash of flammable fluid from pipe lines, including flanges and joints, in ship's engine room, as per

the intent of SOLAS (Consolidated Edition 2014) Reg. II-2/4.2.2.5.3.


Description:

High performance fiberglass fabric with aluminum layer and fire retardant adhesive.


Rating:

Sizes: width (mm) and length (m): 35 x 10, 50 x 10, 75 x 10, 100 x 10, 140 x 10, 250 x 10, 500 x 10, 1000 x 10

Max. Fluid Temperature: 150°C.

Max. System Pressure: 15 bar.


Service Restriction:

Unit Certification is not required for this product.


Comments:

1. The Manufacturer has provided a declaration about the control of, or the lack of Asbestos in this product
2. Application and installation in accessible locations, in accordance with manufacturer's instructions and
specifications.

Notes/Drawing/Documentation:

MF01 - Brochure

Surface flammability and adhesion test reports MF01, dated 11-09-2009, West Pomeranian University of Technology,

Szczecin,

Pressure test MF01 2013, dated 05-04-2013 under BV supervision.

Tensile strength test report MF01, The institute of Technical Textiles "MORATEX"', dated 27.04.2006


Terms of Validity:

This Product Design Assessment (PDA) Certificate 18-GD1780418-PDA, dated 04/Oct/2018 remains valid until

03/Oct/2023 or until the Rules or specifications used in the assessment are revised (whichever occurs first).

This PDA is intended for a product to be installed on an ABS classed vessel, MODU or facility which is in existence

or under contract for construction on the date of the ABS Rules or specifications used to evaluate the Product.

Use of the Product on an ABS classed vessel, MODU or facility which is contracted after the validity date of the ABS

Rules and specifications used to evaluate the Product, will require re-evaluation of the PDA.

Use of the Product for non ABS classed vessels, MODUs or facilities is to be to an agreement between the

manufacturer and intended client.

STANDARDS


ABS Rules:

Rules for Conditions of Classification, Part 1 - 2018 Steel Vessels Rules 1-1-4/7.7, 1-1-A3, 1-1-A4, which covers the

following:

2018 Steel Vessels Rules 4-6-4/13.3.3, 4-6-4/15.1.5, 4-6-5/3.3.6
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National:

NA


International:

SOLAS (Consolidated Edition 2014) Reg. II-2/ 4.2.2.5.3


Government:

NA


EUMED:

NA


OTHERS:


NA
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